617 POE AVENUE

AVIATION FLUIDS SE " 'ICE, INC,
ST, LOUIS, MISSOURI USA, 63114

V_fFEBM“‘I 82

' Mr. M. J. Veneroso, Dept. C1-726 (52-11)

MATERIALS HANDLING & PACKAGING ENGINEERING
DoucLAs AYRCRAFT COMPANY

3855 Lakewooo BouLevaro

Long BeacH, CaLiFornia 908L6

CAIRMAIL[T

AN REFERENCE TO: . Y

- C1-726-135

FIRST CLASS MAIL []

HOW TGO USE THIS

DAY/TIMER i
m LETTER TO SAVE TIME.

Type or write your reply in the space below. Then muail
the white copy to us and keep the pink copy for your files.

You'll save time and effort, and we'll have your answer
much faster! Thank you.

37 DATE 5_ 18_77
Lo -
L[4 557
oo

IN RESPONSE TO YOUR REQUEST FOR DATA. ON MCS 352.
HyoRAULIC AsseMBLY LyBRICANT, WE HOPE THE ENCLOSED
DATA SHEET AND ADDITIONAL INFORMATION WiLL PROVIDE

YOU WITH WHAT YOU NEED. IF YOU REQUIRE ADDITIONAL
INFORMATION, PLEASE LET US KNOW,

Dear MrR. VENEROSO:

SINGERELY,
SIGNED

REORDER FORM No. 7010N, DAY-TIMERS, inc., P.O, Box 2368, Allentown,

SIGNED

3k MR 4B B
Pa. 18001

u
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3-1250-0466-6
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ECH | C AL DATA SHEET

MCS8-352
Hydrauiic Assembly Lubricant

MCS-352 18 a clear, viscous, purple, fire-resistant fluid. It was
developed as a lubricant to assist in the asgembly of aircraft
hydraulic components using Skydrol* fire-resistant hydraulic fluids,
This is a very stable material with excellent long range storage
properties, In general, materials that are reslstant to 8kydrol will
be resistant to MCS-352. The Skydrol or aircraft service manual
should be checked for specific information on material compatibility
and personal handling properties, :

PROPERTIES

Appearance ’ Very viscous purple oil

Neutralization Number 0.2 maximum

Solubility 5% by volume in Skydrol S00A
at 25°C. Complete, no haze,

Viscosity @ 210°F. 190-225 cs8

Pour Point (Typical '

property) 20°F, (approx.)

Toxiclty and. Safe Handling - Appropriate tests have shown this material
tTo have about the sameé handling properties as Skydrol S00A flulds., No
speclal precautions are required in handling the materlal, however, an
individual with particularly sensitive skin may wish to wear gloves or
to use a good hand cream following prolonged -exposure, It will cause
the eyes or sensitive parts of the skin to have a burning sensation

but it is not considered harmful or toxic.

Avallability - This material is marketed as MCS-352, Hydraulic
Aesembly Eu%ricant. As the total requirement for this fluid will not
be large and it will be used from emall containers, an arrangement
has been made to have it packaged and distributed outside the
Monsanto Company,

Packaging - MCS-352 is packaged in 160ce plastié application bottles,

Order From

Aviation Fluld Service Company
2617 Poe Avenue -~ St. Louis, Missouri 63114
Telephone (314) HA 3-1897

#*Trademark Monsanto Company

MCS 352 15 A SYNTHETIC FIRE RESISTANT SEAL AND THREAD LUBRICANT,

IT 15

BASICALLY A NEUTRAL PRODUCT WITH A FLASH POINT IN EXcEss oF 1100° F,
————

IT S NOT CONSIDERED A "HAZARDOUS " MATERIAL.
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